BnnmnE Albert Browne Ltd

A Subsidiary of STERIS Corporation

Date: 25/03/11

To whom it may concern,

Re: USE OF BROWNE STF LOAD CHECK INDICATOR (PCN 2315) IN
ULTRASONIC BATHS

The Browne STF Load Check Indicator has been tested against the surgical
instrument soils listed in ISO/TS 15883-5: 2005 (Washer-Disinfectors — Part 5: Test
soils and methods for demonstrating cleaning efficacy). If the ultrasonic bath is being
used to clean surgical instruments, the use of the STF Load Check Indicator would
be appropriate.

The instructions for use of both the ultrasonic bath and the STF Load Check Indicator
must be followed.

Yours Sincerely

Mt 2

Martin Owen
Senior Development Scientist
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Ttumaczenie

Data: 25/03/11

Do wszystkich kogo moze to dotyczy¢:

Dotyczy: Zastosowanie wskaznikéw BROWNE STF LOAD CHECK (2315) w
myjkach ultradzwiekowych

Wskazniki BROWNE STF Load Check byly badane pod kgtem zanieczyszczen jakie
mogg znajdowac sie na narzedziach chirurgicznych opisanych w

ISO/TS 15883-5:2005 (myjnie dezynfektory — czes¢ 5 : substancje testowe
sprawdzajgce efektywnos¢ mycia).

Jesli myjka ultradzwigkowa jest stosowana do mycie narzedzi chirurgicznych,
stosowanie STF Load Check jako kontroli procesu mycia jest jak najbardziej
odpowiednie.

Instrukcja prawidtowego uzycia myjni ultradzwiekowej oraz wskaznika STF musi by¢
zachowana.

Z powazaniem
(podpis nieczytelny)

Martin Owen
Starszy Specjalista do Spraw Rozwoju
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